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GENERAL NOTES

. A) THIS MAP HAS BEEN PREPARED IN ACCORDANCE WITH THE REGULATIONS

OF CONNECTICUT STATE AGENCIES, SECTIONS 20-300b—1 THROUGH
20—300b—20 AND THE "STANDARDS FOR SURVEYS AND MAPS IN THE
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Layout: EX-1 30X42 40SC POST OFFICE

/— Stonewall STATE OF CONNECTICUT” AS ADOPTED BY THE CONNECTICUT ASSOCIATION
cowecrio W Woter Line OF LAND SURVEYORS, INC. ON SEPTEMBER 26, 1996.
G Gas Line B) THIS PLAN CONFORMS TO HORIZONTAL ACCURACY CLASS A—2 AND
r Telephone Line TOPOGRAPHIC ACCURACY CLASS T—2. C .
E Electric Line C) BOUNDARY DETERMINATION IS BASED UPON A RESURVEY. on Panies
' Overhead Wires D) THE TYPE OF SURVEY PERFORMED IS A PROPERTY AND TOPOGRAPHIC A;&;'JEEEC;KZE
o o O Chain Link Fence SURVEY AND IS INTENDED TO DEPICT THE POSITION OF THE BOUNDARIES oL ANNING
WITH RESPECT TO MONUMENTATION FOUND, STRUCTURES, EASEMENTS,
* Utility Pole ENCROACHMENTS, VISIBLE UTILITIES, ROADWAYS AND CONTOURS. LANDSCAPE ARCHITECTURE
- . LAND SURVEYING
- Utility Pole Wy Light . NORTH ARROW AND BEARINGS BASED ON CONNECTICUT STATE PLANE ENVIRONMENTAL SCIENCES
Y Light Pole COORDINATE SYSTEM AND REFER TO NAD 83.
0] Coteh Bosin 3. ELEVATIONS AND CONTOURS REFER TO NAVD 88.
355 Research Parkway
MHO Manhole 4. PARCEL IS LOCATED IN A FLOOD HAZARD AREA C AS DEPICTED ON F.L.R.M. Meriden, CT 06450
COMMUNITY PANEL NO. 090128 0005 C DATED JANUARY 2, 1981. (203) 630-1406
oS Hydrant (203) 630-2615 Fax
oW Water Valve 5. THE UNDERGROUND UTILITIES SHOWN HAVE BEEN LOCATED FROM FIELD SURVEY
. INFORMATION AND EXISTING DRAWINGS. THE SURVEYOR MAKES NO GUARANTEES
o Water Meter THAT THE UNDERGROUND UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN

k & N Cas Valve THE AREA, EITHER IN SERVICE OR ABANDONED. THE SURVEYOR FURTHER DOES
NOT WARRANT THAT THE UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT
e Boring LOCATION INDICATED THOUGH THEY ARE LOCATED AS ACCURATELY AS POSSIBLE
LOCAT'ON MAP FROM INFORMATION AVAILABLE. THE SURVEYOR HAS NOT PHYSICALLY LOCATED
. Bollard THE UNDERGROUND UTILITIES. THE CONTRACTOR SHALL CONFIRM THE LOCATION
NOT TO SCALE —— Sign OF ALL UTILITIES PRIOR TO THE COMMENCEMENT OF EXCAVATION.

6. REFERENCE IS MADE TO THE FOLLOWING MAP:
Deciduous Tree

A. "BOUNDARY PLAN PLAN PREPARED FOR B.B. ASSOCIATES 13 DOG LANE
MANSFIELD, CONN.” SCALE: 1"=20" DATE: 5—-10-1993 SHEET NO. 1 OF 1
BY MEEHAN ASSOCIATES CONSULTING ENGINEERS - SURVEYORS, P.C.
Coniferous Tree MANCHESTER, CT.
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ROBERT H. ROPER L.S. #18469

NO CERTIFICATION IS EXPRESSED OR IMPLIED UNLESS - EX 1

THIS MAP BEARS THE ORIGINAL SIGNATURE AND EMBOSSED
SEAL OF THE ABOVE NAMED LAND SURVEYOR.
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GENERAL NOTES PARKING INFORMATION SIGN LEGEND SITE PLAN NOTES

1. THE CONTRACTOR SHALL VERIFY ALL SITE AND BUILDING CONDITIONS IN THE FIELD AND CONTACT THE SITE ENGINEER AND NOTE: SIGN NO. | C—DOT NO. LEGEND SITE PLAN NOTES
ARCHITECT IF THERE ARE ANY QUESTIONS OR CONFLICTS REGARDING THE CONSTRUCTION DOCUMENTS AND/OR FIELD ITEM # ITEM EXISTING PROPOSED 1 HANDICAPPED SIGNS TO BE INSTALLED IN
CONDITIONS. y 1. ALL CONSTRUCTION SHALL COMPLY WITH PROJECT SPECIFICATION MANUAI; TOWN OF MANSFIELD STANDARDS, AND STATE OF
PIPE BOLLARDS (SEE DETAIL) . CONNECTICUT DEPARTMENT OF TRANSPORTATION STANDARDS AND SPECIFICATIONS IN THE ABOVE REFERENCED INCREASING
2. DO NOT INTERRUPT EXISTING UTILITIES SERVICING FACILITIES OCCUPIED AND USED BY THE OWNER OR OTHERS DURING 1 EAST PARKING LOT 17 SPACES 36 SPACES 5 SIGNS SHALL CONFORM TO THE MUTCD A 31-0552Z 30 HIERARCHY. IF SPECIFICATIONS ARE IN CONFLICT, THE MORE STRINGENT SPECIFICATION SHALL APPLY. ALL CONSTRUCTION
OCCUPIED HOURS EXCEPT WHEN SUCH INTERRUPTIONS HAVE BEEN AUTHORIZED IN WRITING BY THE OWNER AND THE LOCAL FOR SHAPE COLOR. SIZE. LEGEND AND SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE OSHA, FEDERAL, STATE AND LOCAL REGULATIONS. Com Gnies
MUNICIPALITIES. INTERRUPTIONS SHALL ONLY OCCUR AFTER ACCEPTABLE TEMPORARY SERVICE HAS BEEN PROVIDED. 2 WEST PARKING LOT 17 SPACES 17 SPACES RETROREFLECTIVITY ’ p
2. THE OWNER IS RESPONSIBLE FOR OBTAINING ALL NECESSARY ZONING PERMITS REQUIRED BY GOVERNMENT AGENCIES PRIOR
3. THE CONTRACTOR SHALL ABIDE BY ALL OSHA FEDERAL STATE AND LOCAL REGULATIONS WHEN OPERATING CRANES, , , "Ehe TO CONSTRUCTION. THE CONTRACTOR SHALL OBTAIN ALL TOWN CONSTRUCTION PERMITS, INCLUDING STATE OF CONNECTICUT ARCHITECTURE
BOOMS, HOISTS, ETC. IN CLOSE PROXIMITY TO OVERHEAD ELECTRIC LINES. IF CONTRACTOR MUST OPERATE EQUIPMENT CLOSE 3 LLV PARKING 10" X 20 N/A 18 SPACES LEGEND NUMBER é DOT PERMITS AND SEWER AND WATER CONNECTION PERMITS. THE CONTRACTOR SHALL POST ALL BONDS, PAY ALL FEES, ENGINEERING
TO ELECTRIC LINES, CONTACT POWER COMPANY TO MAKE ARRANGEMENTS FOR PROPER SAFEGUARDS. ANY UTILITY COMPANY ﬁ B 31-0629 o PROVIDE PROOF OF INSURANCE AND PROVIDE TRAFFIC CONTROL NECESSARY FOR THIS WORK. PLANNING
FEES SHALL BE PAID FOR BY THE CONTRACTOR. 4 HANDICAP PARKING N/A 2 SPACES e LANDSCAPE ARCHITECTURE
et/ = L TR S Y B S PETALE, 0 ST M 8 R R, T ST
4. THE CONTRACTOR SHALL PROVIDE RECORD DRAWINGS OF ALL CONSTRUCTION (INCLUDING UNDERGROUND UTILITIES) TO TH SHALL VERIFY ALL Sl
OWNEREAT THE END OF CONSTRUCTIgN. : ( : ES) : 5 PARKING BEHIND FENCE N/A 11 VEHICLE SPACES LOCATION NUMBER VAN CONFLICTS REGARDING THE CONSTRUCTION DOCUMENTS AND/OR FIELD CONDITIONS SO THAT APPROPRIATE REVISIONS CAN BE ENVIRONMENTAL SCIENCES
18 LLV SPACES c 31-0648 MADE. ANY CONFLICT BETWEEN THE DRAWINGS AND SPECIFICATIONS SHALL BE CONFIRMED WITH THE OWNER'S CONSTRUCTION
5. THE ARCHITECT OR ENGINEER IS NOT RESPONSIBLE FOR SITE SAFETY MEASURES TO BE EMPLOYED DURING CONSTRUCTION. 4 LOADING SPACES MANAGER PRIOR TO INSTALLATION.
THE ARCHITECT AND ENGINEER HAVE NO CONTRACTUAL DUTY TO CONTROL THE SAFEST METHODS OR MEANS OF THE WORK, 355 Research Parkway
JOB SITE RESPONSIBILITIES, SUPERVISION OR TO SUPERVISE SAFETY AND DOES NOT VOLUNTARILY ASSUME ANY SUCH DUTY OR 60 NoT 4. THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF ALL PRODUCTS, MATERIALS PER PLANS AND SPECIFICATIONS TO THE Meriden. CT 06450
RESPONSIBILITY. D 31-0509Z C—)|30” OWNER AND CIVIL ENGINEER FOR REVIEW AND APPROVAL PRIOR TO FABRICATION OR DELIVERY TO THE SITE. ALLOW A (203) 630-1406
ENTER MINIMUM OF 14 WORKING DAYS FOR REVIEW. (203) 630-2615 Fax
6. INFORMATION ON EXISTING UTILITIES AND STORM DRAINAGE SYSTEMS HAS BEEN COMPILED FROM AVAILABLE INFORMATION
INCLUDING UTILITY COMPANY AND MUNICIPAL RECORD MAPS AND/OR FIELD SURVEY AND IS NOT GUARANTEED CORRECT OR 5. THE CONTRACTOR SHALL FOLLOW THE SEQUENCE OF CONSTRUCTION NOTES PROVIDED ON THE EROSION CONTROL PLAN.
COMPLETE. UTILITIES AND STORM DRAINAGE SYSTEMS ARE SHOWN TO ALERT THE CONTRACTOR TO THEIR PRESENCE AND THE
CONTRACTOR IS SOLELY RESPONSIBLE FOR DETERMINING ACTUAL LOCATIONS AND ELEVATIONS OF ALL UTILITIES AND STORM 6. THE CONTRACTOR SHALL REFERENCE DETAIL SHEETS FOR EXACT DIMENSIONS AND CONSTRUCTION DETAILS OF THE RAISED
DRAINAGE SYSTEMS INCLUDING SERVICES. PRIOR TO DEMOLITION OR CONSTRUCTION, THE CONTRACTOR SHALL CONTACT CONCRETE SIDEWALKS, HANDICAP RAMPS, ETC.

"CALL BEFORE YOU DIG” 72 HOURS BEFORE COMMENCEMENT OF WORK AT (800) 922—4455 AND VERIFY ALL UTILITY AND

STORM DRAINAGE SYSTEM LOCATIONS. 7. SHOULD ANY UNCHARTED OR INCORRECTLY CHARTED, EXISTING PIPING OR OTHER UTILITY BE UNCOVERED DURING

EXCAVATION, CONSULT THE CIVIL ENGINEER IMMEDIATELY FOR DIRECTIONS BEFORE PROCEEDING FURTHER WITH WORK IN THIS

7. DO NOT SCALE DRAWINGS. DIMENSIONS GOVERN OVER SCALED DIMENSIONS. AREA.

8. IF PLANS AND OR SPECIFICATIONS ARE IN CONFLICT, THE MOST COSTLY SHALL APPLY. 8. DO NOT INTERRUPT EXISTING UTILITIES SERVICING FACILITIES OCCUPIED AND USED BY THE OWNER OR OTHERS DURING
OCCUPIED HOURS EXCEPT WHEN SUCH INTERRUPTIONS HAVE BEEN AUTHORIZED IN WRITING BY THE OWNER AND THE LOCAL

9. ALL CONTRACTORS AND SUBCONTRACTORS SHALL OBTAIN COMPLETE DRAWING PLAN SETS FOR BIDDING AND MUNICIPALITIES. INTERRUPTIONS SHALL ONLY OCCUR AFTER ACCEPTABLE TEMPORARY SERVICE HAS BEEN PROVIDED.

CONSTRUCTION. PLAN SETS SHALL NOT BE DISASSEMBLED INTO PARTIAL PLAN SETS FOR USE BY CONTRACTORS AND
SUBCONTRACTORS OF INDIVIDUAL TRADES. IT SHALL BE THE CONTRACTOR’S AND SUBCONTRACTOR'S RESPONSIBILITY TO OBTAIN
COMPLETE PLAN SETS FOR USE IN BIDDING AND CONSTRUCTION.

9. ALL SITE DIMENSIONS ARE REFERENCED TO THE FACE OF CURBS OR EDGE OF PAVING AS APPLICABLE UNLESS OTHERWISE
NOTED. ALL BUILDING DIMENSIONS ARE REFERENCED TO THE OUTSIDE FACE OF THE STRUCTURE.

10. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC DEVICES FOR PROTECTION OF VEHICLES AND PEDESTRIANS
CONSISTING OF DRUMS, BARRIERS, SIGNS, LIGHTS, FENCES, TRAFFIC CONTROLLERS AND UNIFORMED TRAFFIC OFFICERS AS
REQUIRED OR AS ORDERED BY THE ENGINEER OR AS REQUIRED BY THE LOCAL GOVERNING AUTHORITIES OR AS REQUIRED BY

11. CONTRACTOR(S) TO TAKE AND VERIFY ALL DIMENSIONS AND CONDITIONS OF THE WORK AND BE RESPONSIBLE FOR PERMIT STIPULATIONS.
COORDINATION OF SAME. FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO START OF WORK. 11. REFER TO DETAIL SHEETS FOR PAVEMENT. CURBING. AND SIDEWALK INFORMATION.

10. ALL NOTES AND DIMENSIONS DESIGNATED ‘TYPICAL” APPLY TO ALL LIKE OR SIMILAR CONDITIONS THROUGHOUT THE
PROJECT.

12. THESE PLANS ARE NOT FOR CONSTRUCTION. 12. TRAFFIC CONTROL SIGNAGE SHALL CONFORM TO THE STATE DOT STANDARD DETAIL SHEETS AND THE MANUAL OF UNIFORM
TRAFFIC CONTROL DEVICES. SIGNS SHALL BE INSTALLED PLUMB WITH THE EDGE OF THE SIGN 2' OFF THE FACE OF THE CURB,
AND WITH 7' VERTICAL CLEARANCE UNLESS OTHERWISE DETAILED OR NOTED.

13. THE CONTRACT LIMIT IS THE PROPERTY LINE UNLESS OTHERWISE SPECIFIED OR SHOWN ON THE CONTRACT DRAWINGS.

14. THE CONTRACTOR SHALL ABIDE BY ALL OSHA FEDERAL STATE AND LOCAL REGULATIONS WHEN OPERATING CRANES,
BOOMS, HOISTS, ETC. IN CLOSE PROXIMITY TO OVERHEAD ELECTRIC LINES. IF CONTRACTOR MUST OPERATE EQUIPMENT CLOSE
TO ELECTRIC LINES, CONTACT POWER COMPANY TO MAKE ARRANGEMENTS FOR PROPER SAFEGUARDS. ANY UTILITY COMPANY
FEES SHALL BE PAID FOR BY THE CONTRACTOR.

/
\ / 15. THE CONTRACTOR SHALL SUBMIT A SHOP DRAWING OF THE PAVEMENT MARKING PAINT MIXTURE PRIOR TO STRIPING.

\
\ TEMPORARY WETLAND DISTURBANCE DURING 4" SYDL 4 SOLID YELLOW DOUBLE LINE

CONSTRUCTION (835 SF). RESTORATION DETAILS 47 SYL 47 SOLID YELLOW LINE

4" SWL 4" SOLID WHITE LINE

\TO BE PROVIDED BY WEXLANDS ECOLOGIST 12  LF/ OF 12”SWSB 12" SWSB 12" SOLID WHITE STOP BAR
\ e 4” BWL 4” BROKEN WHITE LINE 10’ STRIPE 30’SPACE
\ s ~ -/
\ /
\ / &

\ / /\ : /p 18. THE CONTRACTOR SHALL RESTORE ANY DRAINAGE STRUCTURE, PIPE, UTILITY, PAVEMENT, CURBS, SIDEWALKS, LANDSCAPED

16. PAVEMENT MARKING KEY:

17. PARKING SPACES SHALL BE STRIPED WITH 4" SWL; HATCHED AREA SHALL BE STRIPED WITH 4"SWL AT A 45° ANGLE, 2’
ON CENTER. HATCHING, SYMBOLS, AND STRIPING FOR HANDICAPPED SPACES SHALL BE PAINTED BLUE. OTHER MARKINGS
SHALL BE PAINTED WHITE OR AS NOTED.

>IN

o N AREAS OR SIGNAGE DISTURBED DURING CONSTRUCTION TO THEIR ORIGINAL CONDITION OR BETTER, AS APPROVED BY THE CIVIL
/ — // \ ENGINEER.

, : o)
202 LF RETA'N'NG \ / / : : o 4 19. THE CONTRACTOR SHALL PROVIDE AS—BUILT RECORDS OF ALL CONSTRUCTION (INCLUDING UNDERGROUND UTILITIES) TO THE
. , ' N

OWNER AT THE END OF CONSTRUCTION.
WALL WITH TIMBER </ —
20. THE ENGINEER IS NOT RESPONSIBLE FOR SITE SAFETY MEASURES TO BE EMPLOYED DURING CONSTRUCTION. THE

GUlDERA”— N\ / / ) - EAST ' e \ . ARCHITECT AND ENGINEER HAVE NO CONTRACTUAL DUTY TO CONTROL THE SAFEST METHODS OR MEANS OF THE WORK, JOB

) . SITE RESPONSIBILITIES, SUPERVISION OR TO SUPERVISE SAFETY AND DOES NOT VOLUNTARILY ASSUME ANY SUCH DUTY OR
- @ _ ) RESPONSIBILITY.

/ / V . \ _ PARKING ’ , v 21. THE CONTRACTOR SHALL COMPLY WITH CFR 29 PART 1926 FOR EXCAVATION TRENCHING AND TRENCH PROTECTION

REQUIREMENTS.

- N,, /\Ob \ 22. EXISTING BOUNDARY AND TOPOGRAPHY IS BASED ON DRAWING TITLED "EXISTING CONDITIONS EX—1, STORRS CENTER
) ’ » BISHOP CENTER REPLACEMENT PARKING, STORRS ROAD (RT. 195) AND DOG LANE, MANSFIELD, CONNECTICUT” SCALE: 1"=20’
DATED: MAY 16, 2011 BY BL COMPANIES INC.

’
@ ’ - 6Q 23. ALTERNATIVE METHODS AND PRODUCTS OTHER THAN THOSE SPECIFIED MAY BE USED IF REVIEWED AND APPROVED BY
‘ \ ' \ THE OWNER, CIVIL ENGINEER, AND APPROPRIATE REGULATORY AGENCY PRIOR TO INSTALLATION.

24. INFORMATION ON EXISTING UTILITES AND STORM DRAINAGE SYSTEMS HAS BEEN COMPILED FROM AVAILABLE INFORMATION

37 ' : INCLUDING UTILITY PROVIDER AND MUNICIPAL RECORD MAPS AND/OR FIELD SURVEY AND IS NOT GUARANTEED CORRECT OR

A 1 s COMPLETE. UTILITIES AND STORM DRAINAGE SYSTEMS ARE SHOWN TO ALERT THE CONTRACTOR TO THEIR PRESENCE AND THE

™ \ \ % ! \ CONTRACTOR IS SOLELY RESPONSIBLE FOR DETERMINING ACTUAL LOCATIONS AND ELEVATIONS OF ALL UTILITIES AND STORM

Ly v ) \ DRAINAGE SYSTEMS INCLUDING SERVICES. PRIOR TO DEMOLITION OR CONSTRUCTION, THE CONTRACTOR SHALL CONTACT "CALL
\ BEFORE YOU DIG” 72 HOURS BEFORE COMMENCEMENT OF WORK AT "1-800-922—4455" AND VERIFY ALL UTILITY AND STORM

: o o \ 4 DRAINAGE SYSTEM LOCATIONS.

) v, . \ \
\ LA g \ A D 25. PAVEMENT MARKINGS SHALL BE HOT APPLIED TYPE IN ACCORDANCE WITH CONNECTICUT DOT SPECIFICATIONS, UNLESS
) WHERE EPOXY RESIN PAVEMENT MARKINGS ARE INDICATED.

@ " b M \ A ' 17 LF OF 12”SWSB 26. A ROADWAY PERMIT FOR ALL WORK WITHIN THE TOWN RIGHT—OF—WAY SHALL BE OBTAINED BY CONTRACTOR WHO SHALL
6 FT CH AlN LlNK FEN CE ) ‘\ ‘ : \ SV(())EL,ALL BONDS, PAY ALL FEES, PROVIDE PROOF OF INSURANCE AND PROVIDE TRAFFIC PROTECTION NECESSARY FOR THE

POST OFFICE ROAD
MANSFIELD, CONNECTICUT

> \ Wl TH 24—FT WlDE Ly VC\ NS 3 27. AN EROSION CONTROL BOND MAY BE REQUIRED TO BE POSTED BY THE CONTRACTOR BEFORE THE START OF ANY ACTIVITY
DOUBLE SWlNG GATE AN \ \ A D ON OR OFF SITE. THE AMOUNT OF THE EROSION CONTROL BOND IS TO BE DETERMINED BY THE TOWN OF MANSFIELD.
. \ ’

STORRS CENTER
UNITED STATES POST OFFICE

v
v < ’\rz : 28. THESE PLANS ARE NOT FOR CONSTRUCTION.

-
EXI S I IN G v £ ' \ 29. NO CONSTRUCTION OR DEMOLITION SHALL BEGIN UNTIL APPROVAL OF THE FINAL PLANS IS GRANTED BY ALL GOVERNING
| N AND REGULATORY AGENCIES.

PO ST v 605 \ 30. THE SITE IS CURRENTLY SERVICED BY PUBLIC WATER
. : N ”»
‘ i \ 20 I_F OF 4 SD YI_ 31.THE PROJECT PARCEL IS LOCATED PARTLY OR WHOLLY WITHIN A FEMA DESIGNATED FLOOD HAZARD AREA C AS DEPICTED
L \ ‘ IN F.L.LR.M. COMMUNITY PANEL NO 090128 0005 C, DATED JANUARY 2, 1981.

- ”
O FFIC E 3 12 LF OF 12 SWSB 32. THERE ARE INLAND WETLANDS LOCATED ON THE SITE AS DEPICTED ON THE EXISTING CONDITIONS PLAN EX—1 PREPARED

* BY BL COMPANIES, INC.
E ><| S T| N G B U | l_D | N G . — ‘ 1 33. 12" SWSB (STOP BAR) AND 4” SDYL AND SWL PAVEMENT MARKINGS LOCATED IN DRIVEWAYS AND IN STATE HIGHWAY
- @ \ A SHALL BE EPOXY RESIN TYPE ACCORDING TO CONNDOT SPECIFICATIONS.
TO R E M A| N St ‘ ’ \ 34. FIRE LANES SHALL BE ESTABLISHED AND PROPERLY DESIGNATED IN ACCORDANCE WITH THE REQUIREMENTS OF THE FIRE

S \ DISTRICT FIRE MARSHAL.
— \ BEGIN PROPOSED
T L -0 VILLAGE/STREET
< © B [ \  RETAINING-WALL BY
- | / | \ ' OTHERS. LEGEND tose nsTALLED
» WEST \%. ' \

“\ PARKING | : ‘ \ STANDARD DUTY BIT. CONC.

® : ‘ ' 9 \ PAVEMENT STRUCTURE

s LOT

\ Pl CONCRETE PAVEMENT/
SIDEWALK

TEMPORARY INLAND WETLAND DISTURBANCE

N

KK

R
R

R

QR
R
R

NI NN

QD)

IR

Desc.

A

Date

REVISIONS

No.

Designed J.J.S.
Drawn J.J.S.
Checked

Approved

Scale 1"=20’
Project No. 03C667
Date 06/17 /11

CAD File:
SP03C66701—-PO

Title

UNITED STATES
POST OFFICE
SITE PLAN

Sheet No.

POC10

GRAPHIC SCALE
20 10 0 20

e ey —

SCALE IN FEET

; XY03c066701 ; XCO3C66703 ; XRO3C66701 ; XCO3C667CCCO1 ; XRO3C66700 ; XA03C66701—DL ; XA03C366701—T1 ; XA03C66701—T2 ; garage (2) ; MATCHLINE TS—2 ; T2_EJ_1-3 ; XC03C667Q01 ; XR08C3079B01 ; XR10C355001 ; XR10C355002

Xref (s):

THESE DRAWINGS SHALL NOT BE UTILIZED BY ANY PERSON, FIRM OR CORPORATION WITHOUT THE SPECIFIC WRITTEN PERMISSIOROFSBL COMRANIESE701 ; XC03C66703 ; XRO3C66701 ; XCO3C667CCCO1 ; XRO3CE6700 ; XAXKREFG{SX—DL XYRAOHEBBEYG1XCDICEAD0 66 XROSLH67Qbrag¥COICEEFATCALINE XROSEE5 700 EJ XAOICHBAN 386 7QMA0FOFREICIOTIB0 XAORRE6Z5508 1; ; gNRIBCEBE00MATCHLINE TS—2 ; T2_EJ_1-3 ; XCO3C667Q01 ; XR0O8C3079B01 ; XR10C355001 ; XR10C355002




Jun 23, 2011 2:23pm EZelazny K:\Jobs03\03c667\dwg\SP03C66701—P0.dwg

Layout: 24x36 C2.0 (20sc)
Jun 23, 2011 2:23pm EZelazny K:\Jobs03\03c667\dwg\SP03C66701—P0.dwg

Layout: 24x36 C2.0 (20sc)

GRADING AND DRAINAGE NOTES

CB—-B440
CB—B441

N /
N /
\ / FACILITY ID: P—SB—Bf
\ /
\ / FES—B200
\ J
\ -7 CB—B220 Uo;'g?
\ UNDERGROUND DETENTION 0S P—WQ—B > ———
AN ) FACILTY P-LWQ—Bf MH—B210
164 STORMTECH SC—310 UNITS 2 B
\\ / INV=597.15 > g CB—F211
/ SYSTEM BOTTOM=596.65
S\ / TOTAL STORAGE=6074 CF e = o
% CB~B213
hN, EAST %
CB—B435Q CB-B230Q = KING
REMOVE INLET/“ADD = .
CURBCUT WITH = LOT
RIPRAP INTO SMALL
FILTER BASIN >
FILTER BASIN OUTLET _— — \
CONTROL STRUCTURE Y —~ ) \
FLARED END AND e al - : V
OUTLET PROTECTION ) — -
/ \ . )
/ g A v \
FILTER BASIN OUTLET / S
CONTROL STRUCTURE \ / \
FLARED END AND | = >\ *\éaz
OUTLET PROTECTION \ EXISTING
\\ 6021 POST 603
\ - | \
\ \ OFFICE A\ e
\ R EXISTING BUILDING /
\ A TO, REMAIN =2 hu"
50 CB—B403 =
\ o~
98 CB—B402 — ‘
\ 60 L
\ WEST
\ et 2 PARKING
\ FACILITY ID: P—SB—B3 N \ LOT
e ONGS \ BOTTOM=597.25 S \T\ ) g
L ) RELOCATED
\ _LIET STATI
\ \\ \ / e : g D ;\ |
X X X —— X X X X #D,_A i — IOV B = i — S \
e Pl e o G e & \
AN / e | i | Hfirﬂ it \
| A FUTURE V|LLAGE STREET \
S 11
8/ B W = Ly = i

GRADING GENERAL NOTES:
1. SEE SITE PLAN FOR ADDITIONAL GENERAL NOTES.

2. THIS DRAWING IS INTENDED TO DESCRIBE GRADING AND DRAINAGE ONLY. REFER TO SITE
PLAN FOR GENERAL INFORMATION, AND DETAIL SHEETS FOR DETAILS. SEE MEP DRAWINGS FOR
BUILDING CONNECTION LOCATIONS AND DETAILS.

3. THE CONTRACTOR SHALL PRESERVE EXISTING VEGETATION WHERE POSSIBLE AND/OR AS
NOTED ON DRAWINGS. REFER TO EROSION CONTROL PLAN FOR LIMIT OF DISTURBANCE AND
EROSION CONTROL NOTES.

4. TOPSOIL SHALL BE STRIPPED AND STOCKPILED FOR USE IN FINAL LANDSCAPING.

5. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS REQUIRED BY
GOVERNMENT AND LOCAL AGENCIES PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL
OBTAIN ALL NECESSARY PERMITS FROM THE LOCAL MUNICIPALITIES REQUIRED TO PERFORM ALL
REQUIRED WORK, INCLUDING FOR STREET CUTS AND CONNECTIONS TO EXISTING UTILITIES. THE
CONTRACTOR SHALL POST ALL BONDS, PAY ALL FEES, PROVIDE PROOF OF INSURANCE AND
PROVIDE TRAFFIC CONTROL NECESSARY FOR THIS WORK.

6. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC DEVICES FOR PROTECTION OF
VEHICLES AND PEDESTRIANS CONSISTING OF DRUMS, BARRIERS, SIGNS, LIGHTS FENCES AND
UNIFORMED TRAFFIC CONTROLLERS AS REQUIRED, ORDERED BY THE ENGINEER OR REQUIRED BY
THE STATE AND LOCAL GOVERNING AUTHORITIES.

7. UNDERDRAINS SHALL BE ADDED, IF DETERMINED NECESSARY IN THE FIELD BY THE
OWNER/ENGINEER, AFTER SUBGRADE IS ROUGH GRADED.

8. VERTICAL DATUM IS NAVD 88.

9. CLEARING LIMITS SHALL BE PHYSICALLY MARKED IN THE FIELD AND APPROVED BY THE
UNIVERSITY OF CONNECTICUT AGENT PRIOR TO THE START OF WORK ON THE SITE.

10. PROPER CONSTRUCTION PROCEDURES SHALL BE FOLLOWED ON ALL IMPROVEMENTS WITHIN
THIS PARCEL SO AS TO PREVENT THE SILTING OF ANY WATERCOURSE OR WETLANDS IN
ACCORDANCE WITH THE REGULATIONS OF THE DEPARTMENT OF ENVIRONMENTAL PROTECTION
GUIDELINES FOR SOIL EROSION AND SEDIMENT POLLUTION CONTROL. IN ADDITION, THE
CONTRACTOR SHALL STRICTLY ADHERE TO THE "EROSION CONTROL PLAN” CONTAINED HEREIN.
THE CONTRACTOR SHALL BE RESPONSIBLE TO POST ALL BONDS AS REQUIRED BY THE LOCAL
MUNICIPALITIES, OR SOIL CONSERVATION SERVICE WHICH WOULD GUARANTEE THE PROPER
IMPLEMENTATION OF THE PLAN.

11. ALL SITE WORK, MATERIALS OR CONSTRUCTION, AND CONSTRUCTION METHODS FOR
EARTHWORK, STORM DRAINAGE AND UTILITY WORK SHALL CONFORM TO THE SPECIFICATIONS
AND DETAILS AND APPLICABLE SECTIONS OF THE STATE OF CONNECTICUT DEPARTMENT OF
TRANSPORTATION UNLESS OTHERWISE STATED IN THE PROJECT MANUAL SPECIFICATIONS.  ALL
FILL MATERIAL UNDER STRUCTURES AND PAVED AREAS SHALL BE PER THE SPECIFICATIONS
AND SHALL BE PLACED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE DOT, UNDER THE
SUPERVISION OF A QUALIFIED PROFESSIONAL ENGINEER. MATERIAL SHALL BE COMPACTED IN
8" LIFTS TO 95% OF THE MAXIMUM DRY DENSITY AS DETERMINED BY ASTM D 1557 AT 3 +/-
PERCENT OF OPTIMUM MOISTURE CONTENT.

12. ALL DISTURBANCE INCURRED TO TOWN OR STATE PROPERTY DUE TO CONSTRUCTION SHALL
BE RESTORED TO ITS PREVIOUS CONDITION OR BETTER, TO THE SATISFACTION OF THE TOWN OF
MANSFIELD AUTHORITY AND STATE OF CONNECTICUT.

13. ALL CONSTRUCTION SHALL COMPLY WITH THE LOCAL MUNICIPALITY'S STANDARDS AND
STATE OF CONNECTICUT DOT SPECIFICATIONS. ALL CONSTRUCTION WITHIN A DOT RIGHT OF
WAY SHALL COMPLY WITH ALL DEPARTMENT OF TRANSPORTATION STANDARDS. WHERE
SPECIFICATIONS OR STANDARDS ARE IN CONFLICT, THE MORE STRINGENT SPECIFICATION OR
STANDARD SHALL BE SUPERIOR.

16. IF IMPACTED OR CONTAMINATED SOIL IS ENCOUNTERED BY THE CONTRACTOR, THE
CONTRACTOR SHALL SUSPEND EXCAVATION WORK OF IMPACTED SOIL AND NOTIFY THE OWNER
AND/OR OWNER'S ENVIRONMENTAL CONSULTANT PRIOR TO PROCEEDING WITH FURTHER WORK IN
THE IMPACTED SOIL LOCATION UNTIL FURTHER INSTRUCTED BY THE OWNER AND/OR OWNER'S
ENVIRONMENTAL CONSULTANT.
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LANDSCAPE NOTES

1. THE LANDSCAPE PLAN AND DETAIL SHEET ARE FOR LANDSCAPING INFORMATION ONLY. REFER TO THE SITE
LAYOUT PLAN, LIGHTING PLAN, GRADING PLAN AND UTILITIES PLAN FOR ALL OTHER INFORMATION.

2. PLANTING LOCATIONS ARE APPROXIMATE AND ARE SUBJECT TO FIELD ADJUSTMENT DUE TO UTILITY LOCATIONS
AND SITE CONDITIONS. CONTRACTOR SHALL LAY OUT THE WORK FOR THE REVIEW, ADJUSTMENT, AND APPROVAL
OF OWNER OR LANDSCAPE ARCHITECT PRIOR TO PLANTING.

3. UTILITY LOCATIONS SHOWN IN THE DRAWINGS ARE APPROXIMATE. EXERCISE CARE WHEN DIGGING IN AREAS OF
POTENTIAL CONFLICT WITH UNDERGROUND OR OVERHEAD UTILITIES. THE CONTRACTOR IS RESPONSIBLE FOR ANY
DAMAGE DUE TO CONTRACTOR’S NEGLIGENCE AND SHALL REPLACE OR REPAIR ANY DAMAGE AT CONTRACTOR'S
EXPENSE.

4. NO PLANT SHALL BE PLACED IN THE GROUND BEFORE ROUGH GRADING HAS BEEN COMPLETED.

5. TOPSOIL SHALL BE INSTALLED AT A MINIMUM DEPTH OF 4”. CONTRACTOR SHALL SUBMIT SAMPLES FROM EACH
PROPOSED TOPSOIL SOURCE TO A CERTIFIED TESTING LABORATORY TO DETERMINE pH, FERTILITY, ORGANIC
CONTENT AND MECHANICAL COMPOSITION. CONTRACTOR SHALL SUBMIT THE TEST RESULTS TO OWNER OR
LANDSCAPE ARCHITECT FOR REVIEW. CONTRACTOR SHALL INCORPORATE AMENDMENTS FOR PROPER SOIL pH AND
PLANT GROWTH AS RECOMMENDED BY TEST REPORTS AT NO INCREASE IN CONTRACT PRICE.

6. THE CONTRACTOR SHALL SUPPLY ALL LABOR, PLANTS, AND MATERIALS IN QUANTITIES SUFFICIENT TO
COMPLETE THE WORK SHOWN ON THE DRAWINGS AND LISTED IN THE PLANT SCHEDULE. WHEN QUANTITIES LISTED
IN THE PLANT SCHEDULE DIFFER FROM THOSE REQUIRED BY THE DRAWINGS, THE LARGER QUANTITY SHALL BE
USED.

7. LANDSCAPE PLANTING PITS MUST BE FREE DRAINING. PAVEMENT, COMPACTED SOIL, AND BLASTED ROCK
SHALL BE REMOVED FROM PLANTING PITS AND LANDSCAPE ISLANDS TO A DEPTH OF 2" OR TO A GREATER DEPTH
IF REQUIRED BY PLANTING DETAILS OR SPECIFICATIONS. REPLACE SOIL WITHIN ISLANDS WITH LOAM OR SANDY
LOAM FREE OF STONES AND DEBRIS 1” OR GREATER IN DIAMETER AND ALL OTHER MATERIAL HARMFUL TO PLANT
DEVELOPMENT.

8. PLANTING SOIL MIXTURE FOR ALL PLANTINGS SHALL CONSIST OF: 1 PART PEAT MOSS OR COMPOST, 3 PARTS
TOPSOIL, "TRANSPLANT 1—STEP” FERTILIZER / BIOSTIMULANT / MYCORRHIZA INOCULATE AS MANUFACTURED BY
ROOTS, INC. OR AN APPROVED EQUIVALENT, AND LIME AND OTHER AMENDMENTS AS INDICATED BY SOIL ANALYSIS.

9. PLANT REQUIREMENTS: ALL PLANTS SHALL CONFORM IN SIZE AND GRADE TO THE AMERICAN STANDARD FOR
NURSERY STOCK, ANSI Z60.1 (LATEST EDITION). ALL PLANTS SHALL MEET THE ADDITIONAL REQUIREMENTS SET
FORTH BELOW AND IN WRITTEN SPECIFICATIONS AS APPLICABLE. ALL TREES AND SHRUBS SHALL HAVE BEEN
GROWN AT A COMMERCIAL NURSERY WITHIN 200 MILES OF THE PROJECT SITE UNLESS OTHERWISE APPROVED BY
OWNER OR LANDSCAPE ARCHITECT. THEY SHALL BE TYPICAL OF THEIR SPECIES OR VARIETY. THEY SHALL BE
HEALTHY, SYMMETRICAL, EVENLY AND DENSELY BRANCHED, AND DENSELY FOLIATED WHEN IN LEAF. THEY SHALL
BE FREE OF BARK INJURY, DISEASE, AND INSECT PESTS. ALL TREES SHALL HAVE A STRAIGHT TRUNK WITH A
SINGLE MAIN LEADER UNLESS OTHERWISE CHARACTERISTIC OF THE SPECIES OR VARIETY. THE OWNER OR
LANDSCAPE ARCHITECT WILL ALLOW SUBSTITUTIONS ONLY UPON WRITTEN APPROVAL. SIZES SHALL CONFORM TO
THE MEASUREMENT SPECIFIED ON THE DRAWINGS. PLANTS LARGER THAN SPECIFIED MAY BE USED IF APPROVED.
THE USE OF SUCH PLANTS SHALL NOT INCREASE THE CONTRACT PRICE. ALL OVERSTORY TREES PLANTED ALONG
PARKING AREAS, SIDEWALKS AND PEDESTRIAN ACCESSES SHALL NOT BRANCH BELOW 7’ FEET IF THE TREE
CALIPER IS 2 1/2” INCHES OR GREATER. ALL PLANT MATERIALS ARE SUBJECT TO INSPECTION AND ACCEPTANCE
BY THE OWNER OR LANDSCAPE ARCHITECT AT THE NURSERY SOURCE. THE CONTRACTOR SHALL COORDINATE
SOURCE VISITS WITH THE LANDSCAPE ARCHITECT AND SHALL ACCOMPANY THE OWNER AND/OR LANDSCAPE
ARCHITECT FOR ALL INSPECTIONS. CERTIFICATES OF COMPLIANCE WITH SPECIFICATIONS ARE REQUIRED FOR ALL
PLANTS.

10. ALL SHRUB BEDS SHALL BE MULCHED TO A DEPTH OF 3". ANNUAL AND PERENNIAL BEDS SHALL BE
MULCHED TO A DEPTH OF 2”. USE UNCOLORED, SHREDDED BARK MULCH AGED AT LEAST SIX MONTHS FOR ALL
BEDS.

11. GUARANTEE: GUARANTEE ALL PLANTS AND LAWNS FOR A MINIMUM OF 1 YEAR TO BE ALIVE AND IN
VIGOROUS GROWING CONDITION AT THE END OF THE GUARANTEE PERIOD. THE GUARANTEE PERIOD FOR ALL
PLANTS SHALL BEGIN UPON APPROVAL AS SPECIFIED UNDER SEMI-FINAL ACCEPTANCE. PLANT MATERIALS AND
LAWNS APPROVED IN THE SPRING SHALL BE ALIVE AND IN SATISFACTORY GROWTH ON JUNE 1 OF THE FOLLOWING
YEAR; PLANTING DONE IN LATE FALL (AFTER NOVEMBER 1ST) SHALL BE MAINTAINED AND GUARANTEED UNTIL THE
SECOND SPRING’S LEAFING. REPLACEMENTS: ALL PLANTS SHALL BE FREE OF DEAD OR DYING BRANCHES AND
BRANCH TIPS, AND SHALL BEAR FOLIAGE OF A NORMAL DENSITY, SIZE AND COLOR. PROMPTLY REMOVE DEAD,
UNSIGHTLY, UNHEALTHY, OR EXCESSIVELY PRUNED PLANTS. THESE AND ANY PLANTS MISSING DUE TO THE
CONTRACTOR’S NEGLIGENCE, SHALL BE REPLACED OR ADDED WITH THE SAME KIND AND SIZE AS ORIGINALLY
SPECIFIED AS SOON AS CONDITIONS PERMIT. METHOD OF REPLACEMENT SHALL BE THE SAME AS SPECIFIED FOR
THE ORIGINAL PLANTING WMITH REPLACEMENTS MATCHING ADJACENT SPECIMENS OF THE SAME SPECIES.
REPLACEMENTS SHALL BE MADE AS MANY TIMES AS NECESSARY TO ENSURE HEALTHY PLANTS AND THEY SHALL
BE MAINTAINED AND GUARANTEED. REPLACEMENTS SHALL BE MADE AT THE CONTRACTOR'S EXPENSE AND SHALL
BE GUARANTEED FOR ONE FULL YEAR FROM TIME OF REPLACEMENT.

12. ALL SLOPES STEEPER THAN 3:1 RECEIVING A GRASS SEEDING MIXTURE SHALL BE COVERED WITH AN EROSION
CONTROL BLANKET OF STRAW FIBER AND BIODEGRADABLE OR PHOTODEGRADABLE NETTING.

13. UNLESS OTHERWISE NOTED IN DRAWING SET, NEW TREELINES SHALL EQUAL CLEARING AND GRUBBING LIMITS.
14. ALL DISTURBED AREAS NOT OTHERWISE DEVELOPED SHALL BE SEEDED WITH THE LAWN SEEDING MIXTURE.

15. IF SHEET IS LESS THAN 24" X 36" IT IS A REDUCED PRINT AND SHOULD BE SCALED ACCORDINGLY.

SEEDING MIXTURES

A. LAWN SEEDING MIXTURE:
15 % PERENNIAL RYEGRASS (BLEND OF 3 IMPROVED HYBRIDS)
25 % FINE LEAF OR CREEPING FESCUE (BLEND OF 3 IMPROVED HYBRIDS)
60 % KENTUCKY BLUEGRASS (BLEND OF 3 IMPROVED HYBRIDS)
SEEDING RATE: 5 LBS/1,000 S.F.
SEEDING DATES: AUGUST 15 — OCTOBER 1 AND APRIL 15 — JUNE 15,
UNLESS OTHERWISE APPROVED BY OWNER.

B. WET SEED MIX
EROSION CONTROL / RESTORATION MIX FOR MOIST SITES
SEEDING RATE: 35 LBS / ACRE.
SEEDING DATES: AUGUST 15 — OCTOBER 1 AND APRIL 15 — JUNE 15, UNLESS OTHERWISE
APPROVED BY OWNER.

SPECIES: SWITCHGRASS (Panicum virgatum)
VIRGINIA WILD RYE (Elymus virginicus)
CREEPING RED FESCUE (Festuca rubra)
FOX SEDGE (Carex wulpinoidea)
CREEPING BENTGRASS (Agrostis stolonifera)
SOFT RUSH (Juncus effusus)
NEW ENGLAND ASTER (Aster novae—angliae)
GRASS—LEAVED GOLDENROD (Euthamia graminifolia)
NODDING BUR MARIGOLD (Bidens cernua)
GREEN BULRUSH (Scirpus atrovirens)
JOE-PYE WEED (Eupatorium maculatum)
BONESET (Eupatorium perfoliatum)
BLUE VERVAIN (Verbena hastata)

NOTE: PRUNE ONLY BROKEN AND DAMAGED LIMBS
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TREES
12” MINIMUM PLANTING SOIL MIX KEY  QUANTITY BOTANICAL NAME COMMON NAME ROOT SIZE COMMENTS
SUBGRADE AR 1 Acer rubrum ‘Franksred’ RED SUNSET RED MAPLE B&B 21/2" - 3" CAL. | UNIFORM, WELL DEV. 6’ MIN. BRANCHING HT.
SHRUBS
1. ROTOTILL FERTILIZER, LIME, AND OTHER AMENDMENTS INTO SOIL PRIOR TO PLANTING AND IN ACCORDANCE KEY QUANTITY BOTANICAL NAME COMMON NAME ROOT SI7E COMMENTS
co 2 Chamaecyparis obtusa HINOKI FALSECYPRESS B&B 3-4 HT. -
2. THOROUGHLY WATER ALL PLANTING BEDS IMMEDIATELY AFTER PLANTING.
HM 23 Hydrangea macrophylla "All Summer Beauty BIG LEAF HYDRANGEA CONT. 24°-30" HT. 3 oc
3. ADJUST BULB PLANTING DEPTH AS RECOMMENDED BY BULB SUPPLIER.
IG 18 llex glabra *Shamrock’ DWARF INKBERRY CONT. 24"-30° HT. 3 0.C.
H 26 Juniperus horizontalis "Plumosa’ ANDORRA JUNIPER CONT. 18°-24" HT. 3 ocC
ANNU AL / PERENNI AL JP 12 Juniperus chinensis 'Pfitzeriana Compacta’ COMPACT PFITZER JUNIPER CONT. 24"-30" HT. 4 0ocC
AND GROUNDCOVER BEDS PF 16 Pieris floribunda 'Brouwer's Beauty MOUNTAIN PIERIS CONT. 24"-30" HT. 4 oc.
N.T.S. BLLD—002 PJ 12 Rhododendron "PJM’ PJM RHODODENDRON CONT. 24"-30' HT. 4 0.C.
PERENNIALS
KEY  QUANTITY BOTANICAL NAME COMMON NAME ROOT SIZE COMMENTS
HL 25 Hemercallis liliaceae 'Stella d'Oro’ STELLA D'ORO DAYLILY CONT. 6"-12" HT. 18" 0.C.
PA 19 Pennisetum alopecuroides 'Hameln’ DWARF FOUNTAIN GRASS CONT. 12"-18" HT. 24" 0.C.
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WETLAND MITIGATION PLANT SCHEDULE

SHRUBS
KEY  QUANTITY BOTANICAL NAME COMMON NAME ROOT SIZE COMMENTS
v 14 llex verticillata WINTERBERRY CONT. 24"-30" HT. 5' 0.C., STAGGERED SPACING
Ve 17 Vaccinium corymbosum HIGHBUSH BLUEBERRY CONT. 24"-30" HT. 5' 0.C., STAGGERED SPACING
WR 1 Viburnum recognitum ARROWWOOD CONT. 24°-30" HT. 5' 0.C., STAGGERED SPACING
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EXPANSION JOINTS 20'—0" oc. MAXIMUM 4” YELLOW PAINT LINES

WWF PER SIDEWALK DETAIL ﬁg. iN%'fE PAINTED AT FACE OF CURB
4 SPACES @ 5'—0” oc. OR AS DIRECTED OR SHOWN ON THE SITE PLAN ) - 36”
1/2” EXPANSION JOINT W/SEALER - \——
SEE LAYOUT & SITE IMPROVEMENT PLAN FOR ALTERNATE SCORING PATTERN _ ; ) .
CONCRETE " R=1" i v T ' T !
\ /— DUMMY JOINT( TYP.) / 1 CONCRETE CURB @ @ @ T CO pcnies
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%) ) OQOc Q0 &g ={o 1 6 ‘ . Py
o —J=— 1/2" EXPANSION JOINT 1/2” EXPANSION JOINT —=f=— 4= B N S087 L I | © / FEDERAL STANDARDS LAND SURVEYING
2 o S 522 ) 55" | ‘ el ™ Q, Q, ENVIRONMENTAL SCIENCES
< LAWN OR PLANTING IF SHOWN ON SITE PLAN % ?A',:‘_A X 36" ' @ /" 1 N\ © /i
A\ <
| a-aaa, | R |
\\ II QD ., > \\\\/\PAVEMENT STRUCTURE @ @ @7"_ f ot LI L] A 355 Research Parkway
/- CURB OR GUTTER LINE g :%oo _—BL 0.2 Metden, CT 06450
m?ooo 9L CONCRETE 28 DAY . . . o o (203) 630-2615 Fax
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= | | |
COMPACTED \\/>>/>>/>>/>>/>>/>} \ STRENGTH 3000 Pl 0.9”
- GRAVEL BASE COMPACTED EARTH | STANDARD SPACE VAN SPACE
DUMMY JOINT 67 X6 WI.2xW1.2 WwF CONCRETE CURB DOME SPACING DOME SECTION
4" . 1/2" EXPANSION JOINT 1. SEE SITE PLAN FOR ACCESSIBLE SPACE LOCATIONS.
/ WITH SEALANT /7 \ AND WALK DETAIL 2. PROVIDE 2 COATS OF PAINT ON ALL SURFACES.
AV AV AV ' \/. \
N N N N

TYPICAL ACCESSIBLE
SIDEWALK RAMP DETECTABLE WARNING PARKING SPACE AND RAMP DETAIL

- N.T.S.
SECTION A-A N.T.S. BLPC—004

#67 CRUSHED STONE BASE

NO. 4 BARS 2

CONCRETE SIDEWALK DETAIL (top and bottom) -

ATTACH SIGN WITH ’_—‘
N.T.S. BLSR—001 |[~— 6 "—»] ROUND WITH 3/4” BULLNOSE . 2 — 5/16" DIA. CADMIUM
N2 . PLATED STEEL BOLTS WITH
HEX NUTS
S
= o BIT. CONC. 6” y .o
. _+_ . {— - % o . g =‘-¢ HANDICAPPED
PRIOR TO PAVING, CLEAN 11/2" CLASS 1 . & [T PER PAVEMENT DETAL v Q ~ e e | —— BLUE BACKGROUND
EDGE AND PAINT WITH BITUMINOUS o . v v CURBING 3°5 STANDARD ) WITH WHITE
LIQUID BITUMEN. CONCRETE e \ v Q —
o 95 GALV. STEEL POST SYMBOL| AND
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. Q . 2 N
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ey E\ //Q\\;/,\ R 8 2 DETECTABLE WARNING ol — U =
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8" SUBBASE 4 I el B K 6”9 STANDARD —— -
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BASE 4 BACKFILLED TRENCH ¢ BASE N/ //\,//>4 | | \//>/>
N (A
CONCRETE CURB DETAIL ot
11/2 48" 11/2 . - | I
N.T.S. ZPC—010 PER FT KFLUSH CURB PER FT (2:gN¢C}$ELTAESS A Lo
;ON . Lo .
PERMANENT PAVEMENT ) N cosmuenon RS D1 W
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JOINT EVERY 20 LINE CURB 6
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9" | o SPACE
11/2” BIT. CON. WEARING COURSE CLASS 2 CURB | PLACE EXPANSION JOINT SECTION B-B ' LLI — Q |L:>
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» OR AT SIDEWALK LINE
/ [ PROCESOED AGOREGATE BASE ey 2 HANDICAP SIGN BOLLARD INTERNATIONAL — 2 Y
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STANDARD DUTY BITUMINOUS 2. o Z
CONCRETE PAVEMENT ON SITE SRAVEL ToP COURSE |ore| Hy e A : c o UL -
1-1/2" BITUMINOUS CONCRETE, REMOVE EXISTING o o I SLB. |1-5/8" |1-3/4" | 3-1/2" S o 1
SUBBASE  ELEVATION ROUNDED CONCRETE TOP 2 oo PP o e :
) PAINTED YELLOW n| ©I 3LB. |1-5/16" |1-7/8" | 3-1/2 <
1-1/2" BITUMINOUS CONCRETE, EXISTING PAVEMENT : < . . . 2 a
BINDER COURSE \ N - 41B. |1-5/8" |1-3/4" |3-1/2 B I
= o0
NEAT CUT EXISTING 4” PROCESSED AGGREGRATE BASE A # N 2 o -
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WTH LIQUID BITUMEN 8” GRAVEL GRADING "A” SUBBASE = o o) 6" DIA. STEEL POST - Ba I * f = °©
Existing pavement =l - - FILLED WITH CONCRETE ! 1’
NOTES: 1) ALL BITUMINOUS CONCRETE, / =5 AND PAINTED TELLOW R e oll | ~Taper
" PROCESSED AGGREGATE Z Z NN . TAPER o
11/2” BIT. CON. WEARING COURSE CLASS 2 COURSE, SUBBASE AND Iz <\>/<\\‘ [ BN - CRADE OPTIONAL DETAIL A DETAIL B OPTIONAL
2 1/2” BIT. CON. BINDER COURSE CLASS 1 e T o AL B 7 s (\\/; . / TYPICAL TYPICAL
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/’ CONSTRUCTION R 7 o SAWCUT EXISTING N L ) <
REQUIREMENTS AS PER >0 ot bo P PAVEMENT 18" BEYOND AR M - M
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2 //‘/ 3
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/ DURING ALLOWABLE SAWCUTTING SHALL BE 2’ FROM FACE OF - HIEIE NOTES:
PERIODS AS DIRECTED BY EXISTING CURB/CURBLINE. - :M? STEEL FOR POSTS SHALL CONFORM TO THE MECHANICAL REQUIREMENTS OF ASTM A 499—81
(gﬁ THE ENGINEER. o mml GRADE 60 AND TO THE CHEMICAL REQUIREMENTS OF ASTM Al—76 CARBON STEEL TEE RAIL HAVING
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x PAVEMENT REPAIR OVER TRENCH PAVEMENT TRANS'T'ON AFTER FABRICATION ALL STEEL POSTS SHALL BE GALVANIZED TO MEET THE REQUIREMENTS OF
PREPARED SUBGRADE N.T.S. ZPC—009 ASTM A—123.
SAW CUT DETAL SIGN MOUNTING HEIGHT TO BE APPROVED BY THE ENGINEER.
NOT TO SCALE
PROTECTIVE POST (BOLLARD) DETAIL
HEAVY DUTY BITUMINOUS NTS. BLSE—005 TYPICAL METAL SIGN POSTS
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10" (254)
VARY CROSS SLOPE OF CURB LINE—] (215'; 674"(175) VARIES
CROSS SLOPE OF ROADWAY  R=2%4"(70) prTCH % R=24" (5) ! 2" (51), "z5]
]| ® R e ] | )/ g oo | ol
U, U . - —_— o .
N ToP OF GRA 8:g 7 — ()| pemans o SLOPE >2:1
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P g" el g s e | e CHECKDAM .
B ] o e R Combanies
. So Yoo 53|+ S ot — = = — P
PLAN CROSS SECTION C ARCHITECTURE
GUTTER LINE TOP OF GRATE 2% (51) DEPRESSION ,— VERTICAL FACE BETWEEN INLET WITH 4" (102) CONCRETE TYPE "C" CATCH BASIN TOP R B T L ENGINEERING
\ \ THESE LINES PARK CURBING FOR TYPE "C" CB PLANNING
5 \ == T/ 3 LANDSCAPE ARCHITECTURE
F  ——— [T a > L 4 LAND SURVEYING
FOR CATCH BASINS IN A LINE OF 4™ (102) CONCRETE PARK > ENVIRONMENTAL SCIENCES
CURBING OR 4" (102) BITUMINOUS CONCRETE PARK CURBING ] g |
il B 355 Research Parkway
-, B Meriden, CT 06450
O '] ) 4 TYP. WATER QUALITY 4 TYP. (203) 630-1406
SWALE (203) 6302615 Fax
3 TYP.
——! — | | 3 .
== = ~]1 MAX. MAX. 1
g ‘ IE | ‘A4 - A‘ = ‘A T A T Imax. 1L
| | _ 4—4" . . 3
I — 3
. 6” HIGH CRUSHED
ALTERNATE CONSTRUCTION WITH FULL CURB
L 1 | BACK TO BE USED AT LOCATIONS ADJACENT A T LN ONS - ADIENT STONE CHECKDAM
TO EXISTING OR PROPOSED TO EXISTNG OR PROPOSED 6" TOPSOIL
GEOTEXTILE FABRIC PER SECTION 02200
et e
SB . 5 7 | 18" SAND
- '—4" ”
4 BARS ° 3 \— 3/4” CRUSHED STONE 3
#4 BARS . # ~ 11 MAX MAX. 1
) A gy 03718, 10" 1035871 10" . # 4 BARS # 4 BARS . 4 4 /
2" 71/2-1'—67/5'—|—1'—67/a' Nz g | . 103/18] - 103/15'/ —1 — ]
—l 313/16°~] — 213/16 Mih;' -1y i s3pe S | e ~—5" . =
: - < — = L - .
35/8—\ — = l - \."jA | _—CLASS °A’ CONCRETE OR 413/10 - 2 L | —CLASS °'A’ CONCRETE OR A %
. N —;LVZ- 112 N 4 PRECAST CONCRETE UNIT > A .;\ L1/2- Lo /‘.".4. TR, “,\/ PRECAST CONCRETE UNIT
N SN Nssse —ls'f-_ni 29t R o .. n
2202 N 3/ 122 123l 2—13/8—foB™]| | —CLASS 'A" CONCRETE OR 12—y - 53/4'—»‘—12( 12501— 1-83/6"—|\S32"=] | —CLASS ‘A’ CONCRETE OR 6" ToPSoIL
CONCRETE BLOCK CONCRETE BLOCK »
18" SAND
2’-0" 2’-0 2’-0" 2’-0"
v X7 Y X7 XTI TR F|LTER FABR'C
7 STONE
e % N =N 4 %./ N~ \\ !
P 75/8 75/8'y N 713/16" 213715 = P 75/8 75/8 * N 713/16" -;13/“' =
“ ] N “ Z N
g Z N ] N ] N
] o N ] & ] N
= | =] = u
Z Z 2 3 § Z Z : 2 § WATER QUALITY SWALE/ INFILTRATION TRENCH
x »
[ de 17 T RN (N0 DEPTH 'GREATER THAN 10 % so” % T 7 § Q/B‘é‘#h TREATER THAN 10 N.T.S.
% MIN SUMP % i L§ § / MIN SUMP / J L\ \
T e v oo s o [T T T T ] e e e o e T
T T
-8 4£-0" 8"~ |- 8" 3-0" 8"~ 8" 4'-0" 8" 8" 3'-0" 8"~
5—4" 4-4" 5—4" 4-4"
SECTION A=A SECTION B-—B SECTION A—A SECTION B-—B

HOOD TO BE INSTALLED AT ALL OUTLET
PIPES AT ALL CATCH BASINS, EXCEPT
CONNECTICUT DEPARTMENT OF TRANSPORTATION CONNECTICUT DEPARTMENT OF TRANSPORTATION WHERE NOTED. PVCP ELBOW MAY BE T ¥

USED IN PLACE OF CAST IRON LL]
BELLTRAP.
g:SEHARGE o
Yol v v ~ —
TYPE 'C' CATCH BASIN TYPE 'C-L' CATCH BASIN I~ _l T
N.T.S. ZDD—003 N.T.S. ZDD—004 CATCH BASIN OUTLET ! ~ | 20'-0" 6'-0" | L —
N~ e | -
u ELEV.:= XXX O D
EDGE OF TRENCH - ; Xist. ‘ \ % PROP. GRADE m O
SUPPORT AS REQUIRED - — O —
..... I_ F — 1,—0" D D m P D I_
fa - TRENCH WIDTH - 6" MIN. |— CD g O
2 + 1D SRR MIN. Y SR V\Y&T Z O LLJ
ﬁ SO O 2 N2\ e
TYPE GW, GP, SW, SP PER . — S AR LL] Z
1 UNIFIED SOIL CLASSIFICATION D— w =Z
SUITABLE APPROVE| / SFT%T%%G?I\TEE\RS (?gbigﬁ?(\i/%DB'l'YO O o O
BACKFILL \ > 48" DIA (8% TYP) PER ASTM D157 '~ MARIFI "700x" OR_EQUAL " MODIFIED RIPRAP COMPACT GRAVEL FILL NDITO
' 2MODIFIE.D PROCTOR TEST) HOOD WOVEN FILTER FABRIC CD LIJ LL -
. » 080404 0 . —
MANHOLE FRAME & COVER ADUUST TO GRADE WITH MAX. %(/)4ED((:;|EU(S)II;|E_II?RES,;I"83E \ < 48" DIA. 2O A:%E 10" MIN. m I_ @) 9
/ OF FOUR COURSES OF BRICK I NOTE: m <E - I
. NEENAH — R—3711 OR EQUAL
o — FEROP\VéN'Jy % [} —— 3/4" CRUSHED STONE ? TYPICAL SECTION |— N =
] & [—2—0"— PRECAST REINFORCED CONCRETE /8 ob s TO EDGE OF TRENCH O o LL
. MANHOLE ECCENTRIC CONE /4 0. '_“ \ |_ CD O 2
, NI MINIMUM REINFORCING 0.12 . o PYeA r-To 22 . prd
¥ ConE 1 . 50N e 700t T s . nliih T HOODED OUTLET NAO <
—HT=23" win. \ i N.T.S CTDD-004 LLI =
- \ 1] .T.S. _
B N\ /s e soron o ] —L RIP-RAP STILLING BASIN AT PIPE OUTLET L
. r . A
\ y PRECAST REINFORCED CONCRETE N.T.S. BLSG—-001
RISER B 12”‘(TYP) , / TONGUE AND GROOVE RISERS Z
VARIES ) : MANUFACTURED IN 1°,2",3" &
3 | e TYPICAL STORM SEWER TRENCH SECTION -
: /4 PREFORMED PLASTIC GASKET OR ~1s. /" BLpp-00# _ | 8 | g SEE STORM MANHOLE DETAIL FOR THIS __ | 8" |
4 FLEXIBLE WATERTIGHT RUBBER g{ATENSION
GASKET FORM BELL IN BASE
VARIES : | TO RECEIVE CATCH
f==+7" (TYP) [ — 5" waLL . BASIN WALL (SEE C.B.
! - CLASS "A” CONCRETE DETAIL)
A\ A POURED AROUND EXIST.
a| o PIPE _ I S EXIST. PIPE
—0” DIA. i 7./
/ o -] — KNOCKOUTS AS REQUIRED >3 6” MIN {
4BASE \ \/ T | ] ——- T T T T N\
" MIN. ) .
1l / ‘[1 5 OR 6 DIA. PRECAST BASES MAY BE y— CUT TOP HALF OF EXIST.
| 4 .| USED WHEN REQUIRED DUE TO SIZE OR \ ,/ TR B o NVERT
6" MIN. | —F—————=7"|| NUMBER OF PIPES AT THE MANHOLE. | :
* S 2 PRECAST REDUCERS WILL BE PLACED
L " MIN ABOVE THE 5' & 6' BASES AS DIRECTED |
: BY THE ENGINEER. WALL THICKNESS TO ,
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DIAMETER INCREASE. N - F - - _ M. _ _ _
B Y O B R DA S B ]
cq A e CC 0 N T.. g .
o4 @ _': ":o" o4 &d.ae eV e & . "
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l+ ] 7 1
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J I
o
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DETAILS
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| SEE TYP. TRENCH SECTION A‘4/SU|TABLE BACKFILL Compcnles

| TRENCH WIDTH |

ARCHITECTURE
ENGINEERING
PLANNING
LANDSCAPE ARCHITECTURE
LAND SURVEYING
ENVIRONMENTAL SCIENCES

PLAN 355 Research Parkway
Meriden, CT 06450
(203) 630-1406
27 3/4” (203) 630-2615 Fax
| |

‘ 26 3/8” .‘

J/ — —

FOUNDATION AS APPROVED BY ENGINEER

SECTION A-A CONCRETE PROTECTION FOR PIPING

NOTE: N.T.S. BLSS-011

FRAME & GRATE TO BE CAMPBELL FOUNDRY
COMPANY—PATTERN NUMBER 1221
WITHOUT COVER VENT HOLES

STANDARD MANHOLE
FRAME AND COVER

N.T.S BLSS-002

6” PVC PIPE AT GRADE

LL —
x O =2
O
W = Q-
=W o &J)
TONGUE END FOR INLET :-;'-' .............. Z O Y =
GROOVE END FOR OUTLET : LIJ D_ w >
A :
. 3 » O pQ 9
k‘l. [ - =¥ ” m
‘ 8 \ CD L w -
E FILL SLOPE O 0
l . o~ A e S O ™\ 14 = 05
Y O S o N 15 G N G0 S m — 0
- s . N O I_ U) E
FLARED END SECTION O N
1”7 OPENING FOR STEEL PINS; STEEL 2—#5 BARS INSTALLATION DETAILS NATIVE VEGETAION — ) o =
[ PINS SHALL BE 18" LONG. 2-1/2 CONTINUOUS AND STONE (f)
| . * PLAN VIEW D <
/ Il T \ X LL =
[l Il © Il r W |« C 4—~<— B — = R1 I_
» » » » » TIE WALL INTO —
14 ‘ 15 | 14 | 15 | 14 !|1 S R ST Y S SLOPE (F) A EMBANKMENT Z
I I I I I A |
; D
6—0" - < ’ 6” PVC PIPE AT GRADE
g 6” PVC PIPE AT GRADE RUNOFF SEEPS THROUGH
a DRY STONE WALL AND
! i — L >~ 7 ) < INFILTRATES INTO SOIL
CONCRETE CURB STOP j D 10 e/
N.T.S. BLPC—-001
END VIEW
SECTION AT CENTERLINE (PROFILE VIEW)
Dimensions M
Diameter A B C D E F R1 w
12”9 4" |2-0"|4-07/8"|6'-07/8"|2-0"|3:1] 9" | 2 9/16"
15"¢ 6" [2'-3" 3'-10" 6'—1" 2-6"[3: 1] 11" [ 2 11/16" .
18”9 9" 23" 3-10" 6—1" |3-0"[3:1]12" [213/16” | 18"+ | RADIUS (VARIES)
24"’ 10" [3'-8" 2’-6" 6'-2" 4-0"]13:1]14" |5 21/32"
30"¢ 12" | 4'-86" 1'-8" 6’2" 5-0"[3:1]15" | 417/32"
36" 15" [5'-3" 2’-11" g8'-2" 6'-0"|3:1]20" |417/32"
42"¢ 21" |5-3" 2’-11" 8-2" 6'—6"[3: 1] 22" | 413/32"
NOTES:
1. Produced to ASTM Specifications.
2. This drawing is not intended to show reinforcement 5 GRP‘D
design. Either as to placement or steel area. Actual project E%\S‘)N -
specifications or current ASTM will govern. RUNOFF INFILTRATES
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